
LABORAtORy AutOcLAves
25 - 200 Liters
Engineering under high pressure 
Made in Germany



ZIRBUS TECHNOLOGY GMBH
Since its founding in 1984, ZIRBUS technology GmbH, as a German manufacturer, has gained an outstanding reputation 
on the international market. We manufacture not only freeze dryers but also focus on process technology. 
A steadily increasing number of customers is putting their trust in Zirbus brand autoclaves and lyophilizers.

TOGETHER WITH OUR CUSTOMERS, WE CONTINUALLY DEVELOP 
NEW SOLUTIONS FOR VARIOUS AREAS OF APPLICATION

WE TAKE ADVANTAGE OF EVERY POSSIBLE OPPORTUNITY FOR IMPROVEMENT

PERFECTION IN SERVICE IS WHAT DRIVES US

EFFICIENT AND RELIABLE TECHNOLOGY

A PERFECT COMBINATION OF SOFTWARE AND HARDWARE

 
Our customers' satisfaction is our top priority...

CERTIFIED QUALITY

recognized refrigeration system specialist in compliance 
with Germany’s Chemical safety Ordinance (Chemikalien-
schutz-Verordnung).

The quality management (Qm) system according to din en 
isO 9001 implemented and practiced at ZirBus technology 
Gmbh provides the framework for our quality- and cost-ori-
ented activities.

in addition, a risk management system is a component of 
the Qm system.

asMe certified

Module h certified

eN iso 9001

ZIRBUS TECHNOLOGY GMBH
Since its founding in 1984, ZIRBUS technology GmbH, as a German manufacturer, has gained an outstanding reputation 
on the international market. We manufacture not only freeze dryers but also focus on process technology. 
A steadily increasing number of customers is putting their trust in Zirbus brand autoclaves and lyophilizers.

CERTIFIED QUALITY

The quality management (QM) system according to DIN EN
ISO 9001 implemented and practiced at ZIRBUS technology
GmbH provides the framework for our quality- and costoriented 
activities.

In addition, a risk management system is a component of
the QM system.
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TECHNICALLY PERFECTED AND VALIDATABLE PROCESS ENGINEERING
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The equipment 
suitable for your application 

BASIC LAB

Recommended for the sterilization of simple goods or 

liquids without dry withdrawal. 

DRY LAB

Recommended for the sterilization of non-infectious waste 

bags and goods that require intensive* post-drying.

QUICK LAB · BASIC

Recommended for the sterilization of large quantities 
of liquids.

QUICK LAB

Recommended for the sterilisation of non-infectious waste 
bags, large quantities of liquids and goods that require 

intensive* post-drying. 

QUICK LAB · ADVANCED

Recommended for the sterilization of non-infectious waste 

bags, large quantities of liquids and goods requiring 

intensive* post-drying - this also applies to liquids in 
closed containers. 

SAFE LAB

Recommended for use in the S2 laboratory for the 

sterilization of infectious waste bags and goods that 

require intensive* post-drying.

COMPLETE  LAB

Fully equipped laboratory autoclave for operation in S2 

laboratories. Recommended for the sterilization of infectious 

waste bags, large quantities of liquids and goods requiring 
intensive* post-drying. 

LabStar 25/40

Heating elements in chamber

Control system   

LabStar 70 LabStar 100/150/200

Heating elements in chamber

Control system  

Steam generator

Control system  

Heating elements in chamber

Membrane vacuum pump
Control system 

Steam generator

Water ring vacuum pump

Control system   

Steam generator

Water ring vacuum pump

Control system   

Heating elements in chamber

Water rapid recooling
Control system 

Heating elements in chamber

Water rapid recooling

Membrane vacuum pump
Control system 

Heating elements in chamber  
Water rapid recooling

Circulating air fan
Control system 

Steam generator

Water rapid recooling

Circulating air fan
Control system 

Steam generator

Water ring vacuum pump

Water rapid recooling

Circulating air fan
Control system 

Steam generator

Water ring vacuum pump

Water rapid recooling

Circulating air fan

Steam-air mixture Process
Control system 

- not available -

Steam generator

Water ring vacuum pump

Exhaust air filter with 

Condensate inactivation

Water rapid recooling

Circulating air fan

Control system 

Steam generator

Water ring vacuum pump

Exhaust air filter with 

Condensate inactivation

Water rapid recooling

Circulating air fan

Control system 

Heating elements in chamber

Membrane vacuum pump
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Control system 

Steam generator

Water ring vacuum pump

Exhaust air filter with 

Condensate inactivation

Control system 

Steam generator

Water ring vacuum pump

Exhaust air filter with 
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Control system 

Steam generator

Water ring vacuum pump

Water rapid recooling

Circulating air fan

Steam-air mixture Process
Control system 

Steam generator

Water ring vacuum pump

Water rapid recooling

Circulating air fan
Control system 

Heating elements in chamber

Membrane vacuum pump

Exhaust air filter with 
Condensate inactivation

Water rapid recooling
Control system 

THE EQUIPMENT SUITABLE FOR YOUR APPLICATION

* only in connection with water ring pump depending to option



BENCHTOP AUTOCLAVE LOADING CAPACITY (in pieces)

250 ml 500 ml 1000 ml 2000 ml 5000 ml

Labstar 25 14 / 10 10 / 6 5 / 2 2 / - - / -

Labstar 40 50 / 30 15 / 11 12 / 6 5 / 3 - / -

Labstar 70 72 / 48 24 / 17 18 / 10 10 / 6 - / -

LABORATORY BeNcHtOP AutOcLAves

LARGE LOADING CAPACITY WITH A SMALL FOOT-
PRINT THANKS TO A SQUARE CHAMBER

CAN BE LOADED WITH UP TO FOUR
5000-ML SCHOTT BOTTLES

MADE COMPLETELY OF STAINLESS STEEL SUITABLE FOR ANY LABORATORY TABLE
UNTIL 600 MM

SChoTT
medium bottles

ErlEnmEyEr FlASkS

Labstar 25 40 70

dimensions in mm (W x h x d) 450 x 525 x 640 532 x 605 x 698 700 x 644 x 820

Chamber volume in liters 25 40 65

effective space in mm (W x h x d) Ø, t 300 x 360 295 x 295 x 460 310 x 310 x 680

BENCHTOP AUTOCLAVE LOADING CAPACITY (in pieces)

250 ml 500 ml 1000 ml 2000 ml 5000 ml

Labstar 25 14 / 10 10 / 6 5 / 2 2 / - - / -

Labstar 40 50 / 30 15 / 11 12 / 6 5 / 3 - / -

Labstar 70 72 / 48 24 / 17 18 / 10 10 / 6 - / -

LABORATORY BeNcHtOP AutOcLAves

LARGE LOADING CAPACITY WITH A SMALL FOOT-
PRINT THANKS TO A SQUARE CHAMBER

CAN BE LOADED WITH UP TO FOUR
5000-ML SCHOTT BOTTLES

MADE COMPLETELY OF STAINLESS STEEL SUITABLE FOR ANY LABORATORY TABLE
UNTIL 600 MM

SChoTT
medium bottles

ErlEnmEyEr FlASkS

Labstar 25 40 70

dimensions in mm (W x h x d) 450 x 525 x 640 532 x 605 x 698 700 x 644 x 820

Chamber volume in liters 25 40 65

effective space in mm (W x h x d) Ø, t 300 x 360 295 x 295 x 460 310 x 310 x 680

LABORATORY BENCHTOP AUTOCLAVES

25

450 x 525 x 640

(Ø) 300 x (D) 360

40

532 x 605 x 698

295 x 295 x 460

65

700 x 644 x 820

310 x 310 x 680

Chamber volume in liters

Dimensions in mm (WxHxD)

Effective space in mm (WxHxD)



Kompaktes Gerät mit eckiger,
platzsparender Kammer

 ` Konstruiert für eine optimale Beladekapazität mit 
vielen Standardflaschen (z. B. Schott) und Erlen-
meyerkolben.

 ` im Vergleich zum rundkammergerät eine 
    wesentlich höhere Beladekapazität.
    40 Liter „eckig“ =  ~ 75 Liter „rund“. 

Integrierter Drucker zur 
chargendokumentation

 ` Nach Ablauf des Programms erfolgt der Ausdruck 
des gesamten Chargenprotokolls auf thermopapier 
inkl. aller wichtigen Programmparameter.

Absolut sichere und einfache 
Verschlusseinrichtung

 ` Die türverriegelung verschließt in Verbindung mit 
einer wartungsarmen, aufblasbaren türdichtung die 
Sterilisationskammer. 

Compact device with square,
space-saving chamber

 ` Constructed for optimal loading capacity with many 
 standard bottles (Schott for example) and Erlen-  
	 meyer	flasks. 

 ` Significantly	higher	loading	capacity	compared	to	 	
 a round chamber device. 40 liters „square“ = ~ 75   
 liters „round“.

Integrated printer for batch
documentation

 ` At the end of the program, the printout will take  
 place of the entire batch record on thermal paper  
 including all important program parameters. 

 ` 10 years of readable paper. 

 ` Printer can be activated or deactivated for each   
 program.

Completely secure and simple
sealing system

 ` The door-locking mechanism closes the sterilization 
 chamber in combination with a low-maintenance,  
 door seal. 

 ` The door seal can be changed easily and without   
 tools. 

 ` A thermal lock at 80°C in the liquid program 



VERTICAL AUTOCLAVE LOADING CAPACITY (in pieces)

250 ml 500 ml 1000 ml 2000 ml 5000 ml

LVsa 40/60 42 / 28 26 / 16 18 / 10 8 / 6 2 / 1

LVsa 40/75 63 / 42 39 / 24 27 / 15 8 / 6 2 / 1

LVsa 50/60 74 / 46 46 / 30 32 / 18 16 / 10 8 / 3

LVsa 50/70 111 / 69 69 / 45 48 / 27 16 / 10 8 / 6

VERTICAL LABORAtORy AutOcLAves

LOW LOADING HEIGHT EQUIPPED WITH MAINTENANCE ROLLERS 
AS A STANDARD FEATURE

CLOSED FLOOR PLAN WITH WATER 
DETECTOR AND AQUASTOP EASY, SECURE COVER SEAL

LVSA-Series 40/60 40/75 50/60 50/70

external diameter in mm 
(W x h x d)

550 x 1010 x 853 550 x 1160 x 850 750 x 1060 x 948 750 x 1160 x 948

Chamber volume in liters 80 96 133 153

effective space in mm (Ø x h) Ø 400 x 620 Ø 400 x 770 Ø 500 x 680 Ø 500 x 780

SChoTT
medium bottles

ErlEnmEyEr FlASkS

Labor VERTIKALAUTOKLAVEN

niedrige 
beladehöhe

serienmässig mit wartungsrollen 
ausgestattet 

geschlossene bodenwanne 
mit wassermelder und aquastop

deckelverschluss einfach 
und sicher

lvsa-serie 40/60 40/75 50/60 50/70

abmessungen in mm (BxhxT) 
inkl. deckel 550 x 1010 x 853 550 x 1160 x 850 750 x 1060 x 948 750 x 1160 x 948

Kammervolumen in Liter 80 96 133 153

Freier nutzraum in mm (Ø x h) Ø 400 x 620 Ø 400 x 770 Ø 500 x 680 Ø 500 x 780

BelADeKApAzItät veRtIKAlAUtoKlAven (in Stück)

 250 ml 500 ml 1000 ml 2000 ml 5000 ml

LVsa 40/60 42 / 28 26 / 16 18 / 10 8 / 6 2 / 1

LVsa 40/75 63 / 42 39 / 24 27 / 15 8 / 6 2 / 1

LVsa 50/60 74 / 46 46 / 30 32 / 18 16 / 10 8 / 3

LVsa 50/70 111 / 69 69 / 45 48 / 27 16 / 10 8 / 6

SChoTT
Medium Flaschen

ErLENMEyErkoLbEN

VERTICAL LABORATORY AUTOCLAVES

CLOSED FLOOR PLAN 
WITH AQUASTOP

LID CLIP ABSOLUTELY SECURE WITH 
INFLATABLE SEAL AND TIGHTNESS 
CONTROL

LOW LOADING 
HEIGHT

EQUIPPED WITH MAINTENANCE ROLLERS
AS A STANDARD FEATURE

Chamber volume in liters

External diameter in mm 
(WxHxD) 

Effective space in mm (Ø x H) 

80

550 x 1010 x 853

400 x 620

96

550 x 1160 x 850

400 x 770

133

750 x 1060 x 948

500 x 680

153

750 x 1160 x 948

500 x 780



Leicht bedienbarer
Farb-Touchscreen

 ` Alle Autoklaven sind mit einem ergonomischen und 
leicht zu bedienendem Farb-touchscreen ausgestat-
tet.

Für eine rückenschonende
Be- und Entladung der
Sterilisationskammer

 ` Hebe- und Schwenkvorrichtung mit elektrischem 
Antrieb. Hublast 30kg.  

 ` Durch den schwenkbaren Arm kann das Sterilisations-
gut neben dem Autoklaven abgestellt werden.

 ` 360º schwenkbar.

Schnelle und wassersparende 
Abkühlung von flüssigen Medien

 ` Wir kühlen da, wo es notwendig ist. 
in der Kammer! 

 ` Die Wasserschnellrückkühlung mit Umluftventilator 
sorgt für das schnelle und wassersparende Abküh-
len von flüssigen Medien in offenen und geschlosse-
nen Gefäßen auf eine sichere entnahmetemperatur, 
ohne Mediumverlust.

Easy-to-use 
color touchscreen

 ` All autoclaves are equipped with an ergonomic  
 and easy-to-use color touchscreen. 

 ` 12 programs with preset standard parameters for  
 solids, liquids, solid waste and liquid waste. 

 ` The parameters can be adjusted, they are  
 password protected. 

 ` Four user levels available.

For back-friendly loading and
unloading of the sterilization 
chamber

 ` Lifting and pivoting mechanism with electric drive.  
 Lifting capacity 30 kg. 

 ` The pivoting arm can be used to place the sterile  
 materials next to the autoclave. 

 ` Rotates 360º. Can be mounted on the left or right   
 side of one device; when using two systems, one   
 pivoting arm can be used for both. 

Fast and water-saving cooling 
of liquid media

 ` We provide cooling where it is needed. In the   
 chamber, through an internal heat exchanger. 

 ` The rapid water recooling system with magnetically  
 air-circulating fan ensures fast and water-saving   
     cooling of liquid media in open and closed containers  
 to a safe removal temperature, without loss of   
 medium. 



HorizontaL STANDAUTOKLAVEN

alle standgeräte als 
"durchreiche" verfügbar

ergonomische
beladehöhe

komplett aus 
edelstahl gefertigt

einfache beladung durch
chargenwagen

hst-serie 50 / 75 50 / 100

abmessungen in mm (BxhxT) 800 x 1680 x 1100 800 x 1680 x 1350

Kammervolumen in Liter 150 200

Freier nutzraum in mm (BxhxT) Ø, t 500 x 750 Ø, t 500 x 1000 

BelADeKApAzItät StAnDAUtoKlAven (in Stück)

 250 ml 500 ml 1000 ml 2000 ml 5000 ml

Hst 50/ 75 116 / 72 72 / 49 28 / 15 15 / 9 6 / 3

Hst 50/100 154 / 99 99 / 63 36 / 21 21 / 12 9 / 5

SChoTT
Medium Flaschen

ErLENMEyErkoLbEN

BENCHTOP AND FLOOR-STANDING AUTOCLAVES

Nutzvolumen

Abmessungen in mm (BxHxT) 
inkl. Deckel

LabStar LabStar

Freier Nutzraum in mm (Ø x H)

mikroproZessor-steuerung und 
touchpanel sechs vakuumanschlüsse ns ( 29/32)

gehäuse komplett aus edelstahl
gefertigt acrYlglaskammer

technische daten vaco 2

Kondensatorvolumen 5,7 Liter

Kondensatortemperatur < -50°C oder < -80°C

eiskondensatorkapazität 2 kg / 24 h

max. eiskapazität 3 kg

abmessungen des Grundgerätes (B x h x T) 490 x 440 x 470 mm

Gewicht des Grundgerätes 45 kg bei < -50°C, 55 kg bei < -80°C

laborgefriertrockner VAco 2 

MADE COMPLETELY OF 
STAINLESS STEEL

7-INCH TOUCH SCREEN CONTROL 
FOR INTUITIVE OPERATION

ALL FLOOR-STANDING DEVICES ARE
AVAILABLE IN A „PASS-THROUGH“ DESIGN

AVAILABLE AS TABLE AND STAND 
VERSION

Chamber volume in liters 100 150 200

750 x 900 x 1000 750 x 900 x 1000 750 x 900 x 1250

 500 x 500 500 x 750 500 x 1000

Dimensions in mm (WxHxD)  incl. 
Door

Effective space in mm (Ø x D) 

LabStar 100 150 200



heated
demineralized
water storage tank

heating elements
heating elements

high-pressure pump

steam generator

Vacuum
pump

Collecting 
container

Chamber
exit

Cold
water

controlled air 
supply 

Leistungsstarke Vakuumpumpe
 ` Vakuumpumpe zur optimalen entlüftung des Ste-
rilgutes. Dadurch wird die Grundvoraussetzung für 
eine sichere und validierbare Sattdampfsterilisation 
geschaffen.

 ` Zusätzlich erfolgt die trocknung von Festkörpern 
am ende des Sterilisationszyklus. Diese wird durch 
eine Mantelheizung unterstützt.

Transport- und chargenwagen 
 ` Für das ergonomische Be- und entladen.

Dokumentationssoftware  
"SteriLog"

 ` ein PC kann direkt mit der ethernet Schnittstelle 
verbunden werden. Alle wichtigen Prozessschritte 
können mit einer speziell für Windows optimierten 
Software aufgezeichnet werden.  

 ` Die Darstellung erfolgt dann in Form eines  
farbigen Diagramms und einer Wertetabelle.

High-performance 
vacuum pump

 ` Vacuum pump for optimal ventilation of the sterilized  
	 materials.	This	fulfills	the	basic	requirement	 	
 for safe saturated steam sterilization that can be  
 validated. 

 ` In addition, solids are dried at the end of the   
 sterilization cycle. This is aided by heating of the   
 jacket. 

 ` Simple and fractionated vacuum. 

 ` Low noise operation.

Steam generator
 ` Compact and high-performance, integrated in the   

 autoclave. 

 ` For avoiding non-condensable gases (NCG) with   
 heated demineralized water tank. 

 ` The water level control is performed by means of a  
 wear-resistant level sensor 

 ` Energy	efficient,	optimally	insulated,	low	heat	radiation 

 ` Optimal ratio of the amount of water and heating   
 power. For optimal steam quality and short heating  
 times.

„SteriLog“ documentation 
software

 ` A PC can be directly connected to the Ethernet   
 interface. All important process steps can be   
 recorded using software specially optimized for   
 Windows. 

 ` They are then displayed in the form of a color  
 diagram and value table.



erläuterung der einzelkomponentenDESCRIPTION OF THE INDIVIDUAL COMPONENTS

STEAM GENERATOR
The steam generator is integrated in the housing, separate from 
the sterilization chamber, and ensures rapid heating and cooling, 
in comparison to conventional heating systems.

LIFTING AND PIVOTING MECHANISM
The lifting and pivoting mechanism makes it easier to load and 
unload vertically loaded autoclaves. Loaded baskets are lifted into 
and out of the chamber using a crane mounted on the autoclave. 
The load capacity is 30 kg.

EXHAUST AIR FILTRATION
For the sterilization of pathogenic substances in level S2/S3 
laboratories, a steam-sterilizable exhaust air filter (retention rate 
for gases: 0.01 μm), with inline condensate sterilization is 
stipulated.

TOUCH DISPLAY (STERITOUCH CONTROL)
Simple, intuitive operation is made possible through the color 
touch screen which is installed as a standard feature. Together 
with user-friendly software, the autoclave can be operated in an 
easy and quick but also highly variable manner. Exactly what you 
need for your daily work routine in research.

RAPID WATER RECOOLING SYSTEM WITH 
AIR-CIRCULATING FAN
For the sterilization of liquids, the recooling time can be short-
ened by more than 80% with the use of rapid water recooling 
system, in comparison to self-cooling. This is due to an inter-nal 
heat exchanger, known as a "fast cooler," through which water 
flows. 

VACUUM PUMP SET
To mechanically remove air and dry in a vacuum. Possible 
methods include single-stage prevacuum (VOVV), fractionat-
ed prevacuum (FRVV), constant or pulsating drying under a 
vacuum.

PASS-THROUGH MODEL
All horizontal floor-standing autoclaves can be supplied, if 
desired, as pass-through autoclaves with a gas-tight partition 
(bioseal). Using an optional display on the unloading side, the 
autoclave can be fully operated from both sides.

TRANSPORT/BATCH CARTS
For all horizontal floor-standing autoclaves, transport and 
batch cards are available for easy loading and unloading of 
the sterilized material.

STEAM-AIR MIXTURE METHOD
For the sterilization of securely closed bottles and pres-sure-
sensitive materials, such as blister packaging. Additional support 
pressure prevents the closed vessels from bursting. Precise 
temperature control and distribution is achieved using an 
additional temperature sensor, air deflectors and an air-
circulating fan.

ACCESSORIES
We offer stainless steel sterilization baskets, pails and con-
tainers which fit our various chamber designs.

DOCUMENTATION 
Available in three versions to fit your needs.

BATCH PRINTER

Paper-cutter. Generates an informa-
tive paper printout with all relevant 
data at the end of the process.

STERILOG
BATCH DOCUmEnTATIOn SOFTWArE

Windows-based software automati-
cally reads the process data from 
the autoclave and processes these 
data into a graphic and numeric 
PDF log (direct coupling with an 
ethernet interface rJ45).

USB MEMORY CARD

to record process data on a UsB 
stick at an integrated UsB socket of 
the autoclave. includes "steriLog" 
evaluation software.

DESCRIPTION OF THE INDIVIDUAL COMPONENTS



SERVICE

HOTLINE

REPLACEMENT
 PARTS

CONSULTATION

VACUUM PUMP SET
To mechanically remove air and dry in a vacuum. possible 
methods include single-stage prevacuum (VOVV), fractionat-
ed prevacuum (FrVV), constant or pulsating drying under a 
vacuum.

PASS-THROUGH MODEL
All horizontal floor-standing autoclaves can be supplied, if 
desired, as pass-through autoclaves with a gas-tight partition 
(bioseal). using an optional display on the unloading side, the 
autoclave can be fully operated from both sides.

TRANSPORT/BATCH CARTS
For all horizontal floor-standing autoclaves, transport and 
batch cards are available for easy loading and unloading of 
the sterilized material.

STEAM-AIR MIXTURE METHOD
For the sterilization of securely closed bottles and pres-
sure-sensitive materials, such as blister packaging. additional 
support pressure prevents the closed vessels from bursting.
precise temperature control and distribution is achieved 
using an additional temperature sensor, air deflectors and an 
air-circulating fan.

ACCESSORIES
We offer stainless steel sterilization baskets, pails and con-
tainers which fit our various chamber designs.

Availability, reliability and qualification are the requirements for excellent service. 
Training and regular continuing education sessions for our employees guarantee 
that our service team is quickly and diligently there for you.

OUR SERVICES INCLUDE:

� Maintenance and Service

� Validation according to recognized guidelines

� Customized process development and optimization

� delivery, installation and training

� Calibration with DkD (German Calibration Service)-tested measuring instru-
ments

� Quali ication DQ / IQ / FDS, SDS, HDS / OQ / PQ according to GmP guidelines

� Sterilization and drying on a contract basis in our own application laboratory

Our technical hotline will assist you if you have questions regarding operation or if 
you are having system- or process-related problems. 

replacement part deliveries are processed immediately, such that delivery is usually 
made on the following day.

We can provide you with advice regarding your project and draw on our experience to 
assist you.

SERVICE & QUALIFICATIONSERVICE & QUALIFICATION

We offer you outstanding service. Our employees regularly take part in training
sessions to make high-quality service possible.

Our technical hotline will assist you regarding operation and if you are having
system- or process-related problems.
If you need us, we can get to you within 24 hours.

Replacement part deliveries are processed immediately, such that delivery is usually
made on the same day.

We can provide you with advice regarding your project and draw on our experience to
assist you. Sample sterilizations can also be carried out in our application laboratory.

SERVICE

HOTLINE

We offer you outstanding service. Our employees regularly take part in training 
sessions to make high-quality service possible.

Our technical hotline will assist you regarding operation and if you are having 
system- or process-related problems.
if you need us, we can get to you within 24 hours.

We process spare parts deliveries immediately. delivery is generally made the follo-
wing day.

We can provide you with advice and draw on our experience to assist you.

SERVICE & QUALIFICATION

OUR SERVICES INCLUDE:

� Maintenance and Service

� Validation according to recognized guidelines

� Customized process development and optimization

� delivery, installation and training

� Calibration with dKd (German Calibration Service)-tested measuring instru-
ments

� Quali ication DQ / IQ / FDS, SDS, HDS / OQ / PQ according to GMP guidelines

� Sterilization and drying on a contract basis in our own application laboratory

REPLACEMENT
 PARTS

CONSULTATION

service

hotline

ersatZteile

beratung

Verfügbarkeit, Zuverlässigkeit und Qualifikation sind die Bedingungen für einen 
herausragenden service. ausbildung und regelmäßige Fortbildungen unserer 
mitarbeiter gewährleisten, dass unsere service-mannschaft schnell und gewissen-
haft für sie da ist.

unsere leistungen umfassen:

� Wartung und Service

� Validierung nach den anerkannten richtlinien

� Kundenspezifische Verfahrensentwicklung und Verfahrensoptimierung

� Lieferung, Installation und Schulung

� kalibrierung mit DkD-geprüften Messinstrumenten

� Qualifizierung DQ / IQ / FDS, SDS, HDS / OQ / PQ nach GMP-Richtlinien

� auftragssterilisation und Gefriertrocknung im eigenen applikationslabor

unsere technische hotline hilft ihnen bei Fragen zur Bedienung, bei anlagen- oder 
verfahrenstechnischen problemen. 
Falls nötig, kann ein servicetechniker innerhalb von 24 stunden bei ihnen vor Ort 
sein.

ersatzteillieferungen werden umgehend bearbeitet, 
so dass eine Lieferung in der regel am nächsten Tag erfolgt.

Wir beraten sie in ihrem Vorhaben und stehen ihnen mit unserer erfahrung zur seite.

service & qualifiZierung
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Internet   www.zirbus.de
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